LCM4001A

182.00+0.5
175.00+0.3
- 161.40+0.3 q.7
154.50(V.A) 1—03.5 W2(Max) 3.9
16—-91.0 | '[ -
o — —
a1 ———— 1 = = N
\\?us i i ﬁ 7 ]
[na] o ! | — - 10 mle
= E\f | . : ; =t S oo o k=
I i H 1 [ m
e ;| “knn | I | S R ol =
(=] H 1 :
O3 oo | | “ ” || ||| | ! ol | N m
ow oo | 1 - ]
- ] C i} ] (-
- b= = — S . - O O B
] T T T T T ] T T T 7 T L] 0.05
2.5 . 1.6 ——l-——
2.94
Version w1 w2
EL or WITHOUT BKL| 5.4%0.5| 9.6 MAX
LED BKL 9.31£0.5| 13.5 MAX
Feature
1. 40 Character x 1 line Character format; 5 x 7 dots + 1-Cursor line; COB structure.
2. The LCD uses the S6A0069 LCD Driver, or equivalent controller.
3. Interface with 4-bit or 8-bit parallel MPU; operating voltage: 5 V.
4. Display Mode: STN Yellow; optional STN Gray, STN Blue or FSTN.
5. Backlight: Yellow Green; optional White, Blue, Red or Amber.
6. Built-in English/Japanese font; optional English/European or English/Cyrillic; RoHS compliant.
Pin connections
Pin no 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

Symbol VSS VDD VO RS R/W E DBO DB1 DB2 DB3 DB4 DB5 DB6 DB7 A K





