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P0.5 × (26-1) = 12.5 ±0.03

Contact width (W): 0.28 ±0.03 mm

Contact pitch: 0.5 mm

Pin 1 center to FPC edge: 0.5 ±0.07 mm

Protection Tape
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Pull tape

Silicone

Contact side

Plating: Ni-Au
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Handle Tesa transparent tape, thickness: 0.2 mm
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COM & SEG Layout
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Detail A

Pin Assignment

NO. SYMBOL

1 NC

2 VCC

3 VCOMH

4 VSS

5 D7

6 D6

7 D5

8 D4

9 D3

10 D2

11 D1

12 D0

13 E

14 R/W#

15 D/C#

16 RES#

17 CS#

18 BS2

19 BS1

20 BS0

21 VDDIO

22 VDD

23 VSS

24 IREF

25 VCC

26 NC
Notes:

 

1. Display Type: OLED / White
2. Display Resolution: 256 × 32
3. Display Size: 1.82 inch
4. Controller / Driver: SP8122
5. Duty: 1/32
6. Viewing Area: 48.06 × 7.74 mm
7. Active Area: 46.06 × 5.74 mm
8. Operating Temperature: -40°C to +70°C 

9. Storage Temperature: -40°C to +85°C
10. Compliance: HSF Compliant
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